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SoftDrop Nozzles for PWM Systems - 15” Spacing

The SoftDrop nozzle is a non-air inducted spray nozzle designed to produce extremely coarse droplets for 
maximum drift control with auxin herbicides and other systemic products.  The SoftDrop is particularly 
well-suited for PWM systems, operating between 10 and 50 Hertz.  A specially designed turbulence chamber 
helps deliver a drift resistant spray pattern, with very good cross distribution.  The SoftDrop is also excellent 
for liquid fertilizers and mixtures of liquid fertilizers and systemic herbicides. 

 

Table based on spraying water at 70°F. Flow rates may vary +/- 5%.

Engenia® is a US EPA Restricted Use Pesticide. Always read and follow label directions. Additional state restrictions may apply. Engenia® is a registered trademark of BASF Corporation 
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SD110-04

(uses 50 mesh)

20 UC 0.28 28.0 22.4 18.7 16.0 14.0 12.4 11.2 10.2 9.3 8.6 8.0 7.5 7.0 6.6 6.2 5.6
30 UC 0.35 34.3 27.4 22.9 19.6 17.1 15.2 13.7 12.5 11.4 10.6 9.8 9.1 8.6 8.1 7.6 6.9
40 XC 0.40 39.6 31.7 26.4 22.6 19.8 17.6 15.8 14.4 13.2 12.2 11.3 10.6 9.9 9.3 8.8 7.9
50 XC 0.45 44.3 35.4 29.5 25.3 22.1 19.7 17.7 16.1 14.8 13.6 12.6 11.8 11.1 10.4 9.8 8.9
60 XC 0.49 48.5 38.8 32.3 27.7 24.2 21.6 19.4 17.6 16.2 14.9 13.9 12.9 12.1 11.4 10.8 9.7
70 0.53 52.4 41.9 34.9 29.9 26.2 23.3 21.0 19.0 17.5 16.1 15.0 14.0 13.1 12.3 11.6 10.5
80 0.57 56.0 44.8 37.3 32.0 28.0 24.9 22.4 20.4 18.7 17.2 16.0 14.9 14.0 13.2 12.4 11.2
90 0.60 59.4 47.5 39.6 33.9 29.7 26.4 23.8 21.6 19.8 18.3 17.0 15.8 14.9 14.0 13.2 11.9

100 0.63 62.6 50.1 41.7 35.8 31.3 27.8 25.0 22.8 20.9 19.3 17.9 16.7 15.7 14.7 13.9 12.5
120 0.69 68.6 54.9 45.7 39.2 34.3 30.5 27.4 24.9 22.9 21.1 19.6 18.3 17.1 16.1 15.2 13.7

SD110-05

(uses 50 mesh)

20 UC 0.35 35.0 28.0 23.3 20.0 17.5 15.6 14.0 12.7 11.7 10.8 10.0 9.3 8.8 8.2 7.8 7.0
30 UC 0.43 42.9 34.3 28.6 24.5 21.4 19.1 17.1 15.6 14.3 13.2 12.2 11.4 10.7 10.1 9.5 8.6
40 XC 0.50 49.5 39.6 33.0 28.3 24.8 22.0 19.8 18.0 16.5 15.2 14.1 13.2 12.4 11.6 11.0 9.9
50 XC 0.56 55.3 44.3 36.9 31.6 27.7 24.6 22.1 20.1 18.4 17.0 15.8 14.8 13.8 13.0 12.3 11.1
60 XC 0.61 60.6 48.5 40.4 34.6 30.3 26.9 24.2 22.0 20.2 18.7 17.3 16.2 15.2 14.3 13.5 12.1
70 0.66 65.5 52.4 43.7 37.4 32.7 29.1 26.2 23.8 21.8 20.1 18.7 17.5 16.4 15.4 14.6 13.1
80 0.71 70.0 56.0 46.7 40.0 35.0 31.1 28.0 25.5 23.3 21.5 20.0 18.7 17.5 16.5 15.6 14.0
90 0.75 74.3 59.4 49.5 42.4 37.1 33.0 29.7 27.0 24.8 22.8 21.2 19.8 18.6 17.5 16.5 14.9

100 0.79 78.3 62.6 52.2 44.7 39.1 34.8 31.3 28.5 26.1 24.1 22.4 20.9 19.6 18.4 17.4 15.7
120 0.87 85.7 68.6 57.2 49.0 42.9 38.1 34.3 31.2 28.6 26.4 24.5 22.9 21.4 20.2 19.1 17.1

SD110-06

(uses 24 mesh)

20 UC 0.42 42.0 33.6 28.0 24.0 21.0 18.7 16.8 15.3 14.0 12.9 12.0 11.2 10.5 9.9 9.3 8.4
30 UC 0.52 51.4 41.2 34.3 29.4 25.7 22.9 20.6 18.7 17.1 15.8 14.7 13.7 12.9 12.1 11.4 10.3
40 XC 0.60 59.4 47.5 39.6 33.9 29.7 26.4 23.8 21.6 19.8 18.3 17.0 15.8 14.9 14.0 13.2 11.9
50 XC 0.67 66.4 53.1 44.3 37.9 33.2 29.5 26.6 24.1 22.1 20.4 19.0 17.7 16.6 15.6 14.8 13.3
60 XC 0.73 72.7 58.2 48.5 41.6 36.4 32.3 29.1 26.5 24.2 22.4 20.8 19.4 18.2 17.1 16.2 14.5
70 XC 0.79 78.6 62.9 52.4 44.9 39.3 34.9 31.4 28.6 26.2 24.2 22.5 21.0 19.6 18.5 17.5 15.7
80 0.85 84.0 67.2 56.0 48.0 42.0 37.3 33.6 30.5 28.0 25.8 24.0 22.4 21.0 19.8 18.7 16.8
90 0.90 89.1 71.3 59.4 50.9 44.6 39.6 35.6 32.4 29.7 27.4 25.5 23.8 22.3 21.0 19.8 17.8

100 0.95 93.9 75.1 62.6 53.7 47.0 41.7 37.6 34.2 31.3 28.9 26.8 25.0 23.5 22.1 20.9 18.8
120 1.04 102.9 82.3 68.6 58.8 51.4 45.7 41.2 37.4 34.3 31.7 29.4 27.4 25.7 24.2 22.9 20.6

SD110-08

(uses 50 mesh)

20 UC 0.57 56.0 44.8 37.3 32.0 28.0 24.9 22.4 20.4 18.7 17.2 16.0 14.9 14.0 13.2 12.4 11.2
30 UC 0.69 68.6 54.9 45.7 39.2 34.3 30.5 27.4 24.9 22.9 21.1 19.6 18.3 17.1 16.1 15.2 13.7
40 XC 0.80 79.2 63.4 52.8 45.3 39.6 35.2 31.7 28.8 26.4 24.4 22.6 21.1 19.8 18.6 17.6 15.8
50 XC 0.89 88.5 70.8 59.0 50.6 44.3 39.4 35.4 32.2 29.5 27.2 25.3 23.6 22.1 20.8 19.7 17.7
60 XC 0.98 97.0 77.6 64.7 55.4 48.5 43.1 38.8 35.3 32.3 29.8 27.7 25.9 24.2 22.8 21.6 19.4
70 XC 1.06 104.8 83.8 69.8 59.9 52.4 46.6 41.9 38.1 34.9 32.2 29.9 27.9 26.2 24.7 23.3 21.0
80 XC 1.13 112.0 89.6 74.7 64.0 56.0 49.8 44.8 40.7 37.3 34.5 32.0 29.9 28.0 26.4 24.9 22.4
90 1.20 118.8 95.0 79.2 67.9 59.4 52.8 47.5 43.2 39.6 36.6 33.9 31.7 29.7 28.0 26.4 23.8

100 1.26 125.2 100.2 83.5 71.6 62.6 55.7 50.1 45.5 41.7 38.5 35.8 33.4 31.3 29.5 27.8 25.0
120 1.39 137.2 109.7 91.5 78.4 68.6 61.0 54.9 49.9 45.7 42.2 39.2 36.6 34.3 32.3 30.5 27.4

SD110-10

(uses 24 mesh)

20 UC 0.71 70.0 56.0 46.7 40.0 35.0 31.1 28.0 25.5 23.3 21.5 20.0 18.7 17.5 16.5 15.6 14.0
30 UC 0.87 85.7 68.6 57.2 49.0 42.9 38.1 34.3 31.2 28.6 26.4 24.5 22.9 21.4 20.2 19.1 17.1
40 UC 1.00 99.0 79.2 66.0 56.6 49.5 44.0 39.6 36.0 33.0 30.5 28.3 26.4 24.8 23.3 22.0 19.8
50 UC 1.12 110.7 88.5 73.8 63.2 55.3 49.2 44.3 40.2 36.9 34.1 31.6 29.5 27.7 26.0 24.6 22.1
60 UC 1.22 121.2 97.0 80.8 69.3 60.6 53.9 48.5 44.1 40.4 37.3 34.6 32.3 30.3 28.5 26.9 24.2
70 1.32 131.0 104.8 87.3 74.8 65.5 58.2 52.4 47.6 43.7 40.3 37.4 34.9 32.7 30.8 29.1 26.2
80 1.41 140.0 112.0 93.3 80.0 70.0 62.2 56.0 50.9 46.7 43.1 40.0 37.3 35.0 32.9 31.1 28.0
90 1.50 148.5 118.8 99.0 84.9 74.3 66.0 59.4 54.0 49.5 45.7 42.4 39.6 37.1 34.9 33.0 29.7

100 1.58 156.5 125.2 104.4 89.4 78.3 69.6 62.6 56.9 52.2 48.2 44.7 41.7 39.1 36.8 34.8 31.3
120 1.73 171.5 137.2 114.3 98.0 85.7 76.2 68.6 62.4 57.2 52.8 49.0 45.7 42.9 40.3 38.1 34.3
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The SD110-10 SoftDrop Nozzle from Greenleaf Technologies is the only size 10 PWM nozzle 
approved for use with Engenia® herbicide that connects directly to a standard nozzle body, no 
adapter needed. The SD110-10 is approved for a broad operating range, from 20-60PSI.

Now Approved for Engenia®!


